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INNOVATIONS

THE ONE STOP SOURCE FOR ALL YOUR SCIENCE TEACHING NEEDS!



65 SERIES VISIBLE AND UV-VIS SCANNING SPECTROPHOTOMETERS

The 6500 Visible and 6505 UV/Visible high performance spectrophotometers feature photometric, kinetic, spectrum (scanning), multi-wavelength, and quantitation capabilities. High quality split-beam optics reduces stray light and enhances overall reliability by minimizing the number of optical elements.  The unit operates through a graphical user interface with a mouse; keypad and a VGA back lit monochrome LCD for user-friendly interactive control. Data can be printed on an optional internal printer or can be transferred to PC through the bi-directional RS232 with the new DataWay PC software. In addition, an automatic results log allows reading to be stored or printed at user set time intervals. DataWay’s expanded print options allow the printing of graph and table on separate sheets or together with either the graph or table on top. The internal memory and optional data card can store methods and results for recall and allow unlimited memory capacity. This innovative laboratory instrument is covered under a 3-year warranty, and is priced to fit any laboratory budget. 
Wide Range of operation - The Model 6500 Visible Spectrophotometer can be used between 320 and 1100nms (at 0.1 nm intervals), while the Model 6505 UV/Visible Spectrophotometer extends this range to between 190 and 1100nms (at 0.1nm intervals). Photo metrics, Spectrum scanning, Multi-wavelength, Quantitation and Kinetic measurements are all implemented in a user friendly manner.

Graphics Display - Both models feature ¼ VGA back lit monochrome LCD giving a clear readout of calibration data, sample data and all set-up options.

Sample Compartment - A large compartment is fitted to the instrument to house the full range of accessories developed for the 6500 series. Various sizes of quartz, glass and plastic cuvettes are available for sample volumes down to 50µl.

Printer - A 40 column impact mechanism printer can be fitted to either instrument to allow a hard copy of all readings to be produced. The printer is capable of reproducing spectrum, kinetics and quantitation scans graphically for future reference along with appropriate statistics. The 6500 series also includes a Centronics Parallel Port drives a IBM PC compatible desktop printer.  

Data Handling and Interfacing - Both instruments incorporate a bi-directional RS232 interface allowing remote operation, calibration and interrogation by an external personal computer. This operates over a fixed baud rate of 1200 bits per second. Results can be downloaded to a personal computer by a single touch of the print key. 

Automatic Results Log - Readings can be stored in a data file when the print key is pressed or at a user set time interval or by a multiple sample assay using the eight position cell holder. Data files have a user entered identification and can be saved in the instruments internal memory or to a data memory card. Results saved in the instruments memory can be transferred to a memory card. Both the internal memory and data memory card have a 1 megabyte capacity and can store up to 50 spectral/kinetics/quantitative scans. 

Method Storage – Allows all user set parameters to be saved against user identification. A method can be subsequently recalled which configures the instrument (including operating mode) to the saved parameters. The instrument settings for a recalled method can be altered and subsequently saved against the same or different method identification. Methods can be saved in the instruments internal non-volatile memory or to a data memory card. Methods saved in the instruments memory can be transferred to a memory card. The instruments memory has the capacity to store a minimum of 50 methods. 
	
	Model 6500
	Model 6505

	Wavelength
	 
	 

	Range
	320 to 1100nm
	190 to 1100nm

	Resolution
	0.1nm
	0.1nm

	Accuracy
	±1nm
	±1nm

	Bandwidth
	1.8nm
	1.8nm

	Transmittance
	 
	 

	Range
	0 to 199.9%
	0 to 199.9%

	Resolution
	0.1%
	0.1%

	Absorbance
	 
	 

	Range
	-0.300 to 3.000A
	-0.300 to 3.000A

	Resolution
	0.001A
	0.001A

	Concentration
	 
	 

	Range
	-300 to 9999
	-300 to 9999

	Resolution
	0.001 / 0.01 / 0.1 / 1
	0.001 / 0.01 / 0.1 / 1

	Factor
	 
	 

	Range
	0.000 to 9999.99
	0.000 to 9999.99

	Photometric Linearity
	0.005A @ 1.0A
	0.005A @ 1.0A

	Stray Light
	0.05%T @ 340nm
	0.05%T @ 340nm

	Drift
	0.001A per hour
	0.001A per hour

	Display
	¼ VGA back lit monochrome LCD 320 x 240mm
	¼ VGA back lit monochrome LCD 320 x 240mm

	RS232 port
	Bi-directional
	Bi-directional

	Internal Memory
	1 mB size- 50 methods and 50 scans
	1 mB size- 50 methods and 50 scans

	Analog output
	1mV per 0.1% Transmittance
1mV per 0.001 Absorbance
1mV per 1 Concentration unit
	1mV per 0.1% Transmittance
1mV per 0.001 Absorbance
1mV per 1 Concentration unit

	Weight
	15Kg
	15Kg
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